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Model
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Reverse Acting

Reverse Acting

DIF LPD DCD TCD STD Y90 KRD SCR SCD
. Stainless Steel, Alloy 201, Alloy 400, Alloy 600, Alloy C276, Stainless Steel, Alloy 201, Alloy 400, Alloy 600, Alloy C276,
Titanium, Tantalum Titanium, Tantalum
Membrane PTFE, PFA, Aluminum X X X X X
Q 27(50) = 407"(1000)  27(50) = 20"(500) 17(25) = 40"(1000)  2"-2"1/2-3" [1/2"(15) = 24"(600) 1”(25) = 8"(200) | 1”(25) + 36"(900) 1"(25) = 36"(900) 1"(25) = 36"(900)
[mm]
Rupture Pressure 0.05 + 5 barg 5- 500 millibar g | 0.05 + 110 bar g 3+5barg 5+ 1150 barg 0.2 + 70 bar g 0.4 + 137 barg 0.4 + 137 barg 2 +413 barg
KrValue X X X X X X 0,48 0,48 1,33
Process Media Liguid or Gas | Liquid or Gas | Liquid or Gas Liquid or Gas | Liquid or Gas Liquid or Gas Liquid Gas Liquid or Gas
Temperature DIF LPD DCD TCD STD Y90 KRD SCR SCD
Forward Acting Forward Acting Forward Acting
Type (to fit directly (to fit directly Forward Acting (to fit directly Forward Acting Reverse Acting

Forward Acting

Suitable with
safety valves
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